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ABSTRACTED -PUB -NO: RO 109225B 
BASIC-ABSTRACT: 

Disguising tarpaulins exposed to prolonged sunshine prepd. from cellulose-polyester 
fibre mixts . are impregnated by a liq. contg. 10-15% chlorinated paraffin 
(chlorination grade 32%) as waterproofing agent, 14-16% tri : chloro-ethylene, 2-4% 
paraffin, 4-6% emulsifier, 0.5-0.7% pigment and 52-70% water. Impregnation is 
followed by drying and pressing. 
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PURPOSE: To obtain a deodorizing textile product having excellent washing 
resistance, by applying a liquid mixture composed of a deodorizing composition 
consisting of a flavone compound, a terpene compound, etc., a water-repellent 
reactive with cellulose and a resin finishing agent to a natural or regenerated 
textile product and heat-treating the coated product. 

CONSTITUTION: An extracted deodorizing composition containing a deodorizing 
component of vegetables, e.g., flavone compound, terpene compound or porphyrin metal 
complex compound is used in combination with a cellulose- reactive water- repellent 
and a resin processing agent. The obtained liquid mixture is applied to a textile 
product composed of natural or regenerated fiber or their combination with synthetic 
fiber and is fixed to the fabric by heat - treatment . Since the product produced by 
this process has excellent washing resistance, it can be used widely as clothes, 
beddings, etc. The water-repellent is, e.g., a fluorine- based compound, a silicone 
compound, an alkylethyleneurea, etc., and the resin agent is, e.g., glyoxal 
compound, ethyleneurea , etc. 
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ABSTRACTED -PUB -NO: JP 01213484A 
BASIC-ABSTRACT: 

Textile material contg. natural or regenerated cellulose fibre is deodorant- finished 
by (1) impregnating the textile material with a liq. mxt . composed of (a) a 
deodorant compsn. contg*. at least one member selected from flavones, terpenes and 
porphyrin metal complexes as the active ingredient, (b) cellulose-reactive water 
repellent and (c) resin- finishing material; and (2) subsequently curing the textile 
material at elevated temps. 

USE / ADVANTAGE - The process permits utilisation of plant extracts for durable 
deodorant-finishing of cellulose-contg . textile materials. The finishing can be 
conducted by means of conventional resin finishing equipment. 

In an example, bleached cotton cloth was impregnated with 100 % o.w.f . of an aq. 

soln. contg. 0.1 wt . % of iron chlorophyll, 1 . 5 wt . % of cellulose-reactive 

f luorochemical water repellent, 3 wt . % of glyoxal resin and 0.6 wt . % of 

magnesium- chloride -based catalyst. After drying at 80deg. C for 5 minutes and curing 

at 14 0deg.C for 3 minutes, the cloth was rinsed with water. When tested with 

hydrogen sulphide, the cloth exhibited deodorising effect after 3 0 cycles of 

laundering. 
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